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　　董明哲（1956-），男，博士，国家“千人计划”专家，中国石油大学（华东）特聘教授，博士生导师。
　　1982年毕业于西北大学化工系，获工学学士学位；1985年毕业于华东石油学院北京研究生部应用化学专业，获工学硕士学位；1995年毕业于加拿大滑铁卢大学化工系，获博士学位。先后在加拿大帝国石油公司研究中心做博士后研究，加拿大萨省研究院石油研究所任研究员、高级研究员，加拿大里贾纳大学石油工程系副教授、教授，加拿大卡尔加里大学化工及石油工程系教授，加拿大滑铁卢大学和新不伦瑞克大学化工系兼职教授。主要从事多孔介质多相流动和表面化学及其在油气田开发中的应用研究，在油藏多相渗流和提高原油采收率方面取得了多项理论和应用研究上的成果。先后主持过多项能源及环保方面的加拿大国家及国际合作项目，研究受到加拿大自然科学基金委、加拿大国家矿产资源部、加拿大技术创新基金委、石油技术研究中心及石油工业界的重点资助。在国际学术刊物和国际学术会议发表文章110多篇，其中SCI收录60多篇。在由多位国际知名专家合编的《多相流动大全》中著有“多孔渗流”一章。任International Petroleum Science and Technology杂志(2005-)和The Open Petroleum Engineering Journal(2008-)编委。
　　
　　主要研究领域和方向：
　　多孔介质渗流，胶体与表面化学，提高采收率，界面现象，油藏数值模拟，温室气体的地下埋存。
　　
　　研究生招生专业及方向：
　　招收具有石油工程、油气田开发工程，油田化学、胶体化学、流体力学、计算力学、应用化学、或化学工程背景的硕士生、博士生、博士后。
　　
　　联系方式： 地址：中国石油大学石油工程学院工科楼B-411室
　　电话：134 654 24006 或 1515 4242 268（李亚军）
　　E-mail：dongmz@upc.edu.cn，mtdong@ucalgary.ca，yajunok@126.com
　　
　　主持的主要课题：
　　1. Dominant Mechanisms of Multi-Phase Flow in Non-Thermal Processes for Enhanced Heavy Oil Recovery
　　2. Enhanced Cyclic Solvent Process (ECSP) for Thin Heavy Oil Reservoirs
　　3. Improvement of CO2 EOR in Water-Wet Reservoirs by Using Active Carbonated Water
　　4. Two-Dimensional Model Study of Chemical Flooding For Heavy Oil and Bitumen Recovery
　　5. 薄层稠油油藏化学驱提高采收率技术研究
　　6. 油气水三相微观-连续介质三维流动模拟研究
　　7. 粘度变化对稠油相对渗透率曲线的影响机制研究
　　8. 注溶剂提高稠油采收率的微观-连续介质模拟研究
　　9. 非均相复合驱渗流机理及其提高采油率研究
　　10. 三次采油中利用界面不稳定性和界面传质提高采油率研究
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